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Maximum  
Load 

Part # 222 
650° F 

Part # 230 

650° F 750° F 
3/8 240 730 572 
1/2 440 1350 1057 
5/8 705 2160 1692 
3/4 1050 3230 2530 
7/8 1470 4480 3508 

1 1940 5900 4620 
1 1/4 3120 9500 7440 
1 1/2 4650 13800 10807 
1 3/4 6380 18600 14566 

2 8280 24600 19265 
2 1/4 10900 32300 25295 

2 1/2 13400 39800 31169 

Rod Size 
A 

Standard 
Rod Thread 
Length - D 

2 1/2 

2 1/2 

2 1/2 

3 
3 1/2 

4 
5 

6 
7 

8 

9 

10 

SIZE RANGE: 3/8” to 2 1/2” inches 
Material Types: Carbon Steel 
FINISH: Black, Galvanized, or coated to customer specification. 
SERVICE: The use of linked eye rods in a hanger assembly allows universal movement of the piping without bending 
and possible fracture of a straight rod. 
ORDERING: Specify  the length and size of each eye rod by part number.  
example: 
 1—7/8" Part # 222 linked welded eye rod consisting of:                                                                      
                         One part # 220 of diameter (A) and length (B), and one part # 225 of diameter (A) and length  (C)   
           
            

Part # 222/230 

Loads (lbs) • Weights (lbs) • Dimensions (inches) 

Linked Eye Rods                                                          
Not Welded: Part # 222                                                                 
Welded: Part # 230  
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Section 2 


